
At-a-Glance Report
State information Technology Agency
Generic LAN Interface Element
SWCDHASTE1-GigabitEthernet0/0/1
BW: 2.0 Mbps

Time Zone: (GMT+02:00) Johannesburg
Created:  2022/06/15 15:35:38

To:  2022/03/15 23:59
From:  2021/11/01 00:00
Auto Range:  Custom

Bandwidth Utilization (%)

    30%

    20%

    10%

     0%

 

In Out

     2%
   1.5%
     1%
   0.5%
     0%

 

Bandwidth Utilization Total

    15%

    10%

     5%

     0%

 

Bytes (bytes/sec)

    80K

    60K

    40K

    20K

     0

 

In Out

     5K

     4K

     3K

     2K

     1K

     0

 

NonUnicasts (frames/sec)

     1
   0.8
   0.6
   0.4
   0.2
     0

 

Note: K=1,000, M=1,000,000, etc.

In Out

  0.02
 0.015
  0.01

 0.005
     0
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Frames (frames/sec)

   120
   100
    80
    60
    40
    20
     0

 

In Out

    80

    60

    40

    20

     0

 

Errors (errors/sec)

     1
   0.6
   0.2

 
In Out

     1
   0.6
   0.2

 

Discards (frames/sec)

     1
   0.8
   0.6
   0.4
   0.2
     0

 

In Out

     1
   0.8
   0.6
   0.4
   0.2
     0

 

Availability %

   100%
    80%
    60%
    40%
    20%
     0%

 

Latency (msec)

   250
   200
   150
   100
    50
     0
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